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AQUALESS PANTONE® BASES	


Product Overview

All Aqualess Pantone® Base colors are formulated to Pantone® specifications using TOYO technology.
 
Features

* Excellent stability
* High pigmentation
* Tough toning resistant waterless-print
* Easy to manage on press
* Suitable for a variety of paper finishes
* Available Colors – Yellow, Rubine, Warm Red, Rhodamine Red*, Purple*, Violet*, Process Blue, Reflex Blue*, Green, Black, 012 Yellow, 021 Orange, 032 Red, 072 Blue*
Note - Bases are not coatable version.

Manufacturing Specifications
	
	Range

	Series Specs
	

	Tack*1
	15-16.5

	VOC (lb./gal.)*2
	1.5







*1 Ink-O-Meter @800rpm, 90°F
*2 Test Method: EPA 24
 
Actual tack on the press varies due to ink film thickness, image area, press speed, fountain solution, and the condition of the press and press room. The merchandise contained herein is sold without warranties express or implied.  
These conditions shall not be waived other than by an offer of the seller in writing.

Shelf life: Approximately 1 year

Packaging

Cans: 5 lbs.


Toyo Ink America, LLC. A member of the artience group makes no claims or warranty regarding information contained within this document. All printing applications should be fully evaluated prior to press production. Toyo Ink recommends consultation with its technical experts and trials before general use of any product. For more information, please consult your account manager. For technical questions, please contact your local Toyo Ink America lab manager or field service technician.
Pantone is a registered trademark of Pantone, Inc.
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